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CHAINZON:

Cabinet

Front & Rear Rear
maintenance maintenance
P4.8/P10.4/P10/P16.6 P3.9/P6.9

- Benefits

» Block structure design saves installation costs and time
» Professional cooling design brings higher stability

» 90° and curved display both available

- Product Features
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Large Viewing Angle High Refresh Rate Honeycomb Back Cover Light & Thin

= O q

Block Installation Rapid Heat Dissipation 90° Display High Contrast Ratio




I Model

E4 Series | E4-3.9SB | E4-4.8SA | E4-6.25SA | E4-6.94SB | E4-10.4SA | E4-10MA

J Specifications

E4 Series
E4-3.9SB  E4-4.8SA | E4-6.25SA E4-6.94SB E4-10.4SA E4-10MA
Pixel Pitch (mm) 39 4.8 6.25 6.94 104 10
Pixel Configuration SMD Mini LOB
Module Size (mm) (H x W) 250 x 500 320 x 480
Module Resolution (pixels) (H x W) 64 x 128 ’ 52 x 104 ’ 40 x 80 36 x 72 24 x 48 32 x 48
Cabinet Size (H x W) 1000 x 1000 1280x960
Cabinet Resolution (pixels) (H x W) 256 x 256 ’ 208 x 208 ‘ 160 x 160 | 144 x 144 96 x 96 128 x 96
Driver Voltage 1) Singal-Voltage
Fiberglass
Backshe Material (1) Fib;;gtliss A|E:’?’]SI:1|LCJ/I’T1 Fiberglass Plastic
Plastic

Brightness (cd/n?) 12 6000 ’ 8000 8500
Refresh Rate (Hz) 3840

Grey Level 14 Bit-16 Bit

Viewing Angle (H/V) 160°/160° | 160°/70° ‘ 160°/91° | 160°/ 72° ‘ 160°/ 91° 110°/ 50°
Power Consumption Max. (W/m) @) 580 360
Power Consumption Avg. (W/nf) @) 174 110

IP Rating (Front / Rear) IP65 / IP54

Maintenance Rear ‘ Rear & Front ‘ Rear ‘ Rear & Front
Weight (kg/m?2) 24 27

Working Temperature / Humidity

-30°C~50°C / 10%~90% RH

Storage Temperature / Humidity

-40°C~70°C / 10%~90% RH

(1): Based on different hardware sepcification

(2): Theoretical values only. All specifications are subject to the actual product.
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